Abrasive paper, self-fastening

PS5 33 BK
g\

Properties Materials
Bonding agent Resin Paint/Varnish/Filler
Grain Aluminium oxide Wood
Coating Semi-open Plastic
Backing B-paper

Applications

Product benefit

Improved abrasive and stock removal performance thanks to special
heat-tempered aluminium oxide abrasive grain - Reduced clogging
thanks to sanding active fillers in the size coat and the semi-open
coating - Outstanding flexibility paired with good stability and tear
resistance thanks to latex impregnated paper backing

Available grits:

» Automotive industry
» Wind energy industry
» Aircraft construction
» Wood processing industry

» Craftsman companies

150 180 220 280 320 400 500 600
Diameter grain Hole pattern type of coat.abras. Packing Cat.
in mm unit/pcs. number
125 180 Qo PS 33 BK 100 150435
125 240 oo PS 33 BK 100 150460
125 150 GLS 5 PS 33 BK 100 150760
125 180 GLS 5 PS 33 BK 100 147837
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Diameter grain Hole pattern type of coat.abras. Packing Cat.

in mm unit/pcs. number
125 240 GLS 5 PS 33 BK 100 147838
125 320 GLS 5 PS 33 BK 100 147839
125 400 GLS 5 PS 33 BK 100 147644
150 180 oo PS 33 BK 100 146958
150 240 oo PS 33 BK 100 146959
150 320 oo PS 33 BK 100 146716
150 400 oo PS 33 BK 100 147108
150 150 GLS 47 PS 33 BK 100 306839
150 180 GLS 47 PS 33 BK 100 306840
150 240 GLS 47 PS 33 BK 100 306842
150 320 GLS 47 PS 33 BK 100 306844
150 400 GLS 47 PS 33 BK 100 306846
150 500 GLS 47 PS 33 BK 100 306847
150 600 GLS 47 PS 33 BK 100 306848
180 180 oo PS 33 BK 100 262468
180 240 oo PS 33 BK 100 262469
205 180 GLS 20 PS 33 BK 100 252721
205 240 GLS 20 PS 33 BK 100 245896
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